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OPEN CCDS FOR NAVIGATION
AS OF JULY 17, 2006

CCD
ISSUE
NCP NCP_AMEND NCP_PREFIX DATE CASE FILE TITLE
8533 A N 19870701 PM420-VIC -050A SURGE PROTECTION FOR TEC 535 IOT
8912 L 19861001 S0O420-MALSR-010 MALSR R/W 31 GULFPORT-BILOXI REGIONAL AIRPORT, GULFPORT
, MS
8935 N 19861118 ES210-SYSRQ-019 RELAXATION OF DIRECTION FINDER REQUIREMENTS
10644 N 19880302 PM440-PAPI -010 FAA-C-2805 CONSTRUCTION OF PRECISION APPROACH PATH IND
ICATOR (PAPI) SYSTEM
13541 N 19910819 NN140-RRCS -106 ESTABLISH PRODUCT BASELINE FOR REMOTE RADIO CONTROL
SYSTEM (RRCS), FA-10266
13599 N 19930401 NN130-VOT -002 CHANGE THE VHF OMNIRANGE TEST (VOT) SYSTEM
SPECIFICATION FOR MONITOR INTERMEDIATE FILTER CHANNEL
BANDWIDTHS.
13680 N 19910709 NN130-TACAN-109 LOW POWER TACAN ANTENNA. IDENTIFY TONE WAVEFROM
CHANGE
(REF ECP JTP-900A-0001, DATED 2/22/91)
13744 L 19910709 NE452-MALSR-001 FRANGIBLE SECTION OF MALSR LIGHT TOWERS MOUNTED ON A
SERIES OF WOODEN PIERS/PLATFORMS THAT PORTRUDE INTO
BAKERS COVE FOR RW/05 AT GROTON-NEW LONDON AIRPORT, CT
13807 N 19910819 NN140-PAPI -112 CHANGE SPECIFICATION FAA-E-2756, PARAGRAPH 3.7.1, PAPI
SYSTEM AIMING DEVICE
13813 N 19911107 NN130-VOT -003 ESTABLISH VOT PRODUCT BASELINE
13831 L 19910819 NE452-REIL -003 LOCATION OF THE POWER AND CONTROL SUB-STATION FOR THE

REIL FOR RWY 6 AT MARSHFIELD AIRPORT IN MARSHFIELD, MA



PAGE

NCP

13865

13893

13955

13956

13990

14052

14055

14063

14093

14172

14174

CCD
ISSUE
DATE

19910819

19911107

19910819

19910819

19910819

19911107

19911107

19910925

19920518

19920124

19920124

OPEN CCDS FOR NAVIGATION
AS OF JULY 17, 2006

CASE FILE

NN140-REIL -114

NN130-VOR -113

NN120-GS -001

NN120-GS -002

WP450-REIL -004

NE452-REIL -002

NN140-RVR -117

NN130-TACAN-120

NN140-RVR -118

NN130-VOR -119

NN140-RRCS -121

RUNWAY END IDENTIFICATION LIGHTS (REIL) PRODUCT BASELI
NE

SPECIFICATION CHANGES TO FAA-E-2678C, VOR/DME EQUIPMEN
T

MODIFICATION TO SPECIFICATION FAA-E-2844, SNOW DEPTH M
ONITOR

MODIFICATION TO DME CORP., CONTRACT DTFA(01-88-Y-01049
FOR SNOW DEPTH MONITOR

RUNWAY END IDENTIFIER LIGHTS, RUNWAY 19R, MCCARRAN INT
ERNATIONAL AIRPORT, LAS VEGAS, NEVADA

LOCATION OF THE POWER AND CONTROL SUB-STATION FOR THE
REIL FOR RWY 21 AT THE MINUTE MAN AIRFIELD IN STOW, MA

CONFORMAL COATING OF BACK LOADED PRINTED CIRCUIT CARD
PARTS ON THE VISIBILITY AND AMBIENT LIGHT SENSORS

MODIFICATION TO FAA-E-2828, LOW POWER TACAN ANTENNA

REQUEST FOR DEVIATION-GASKET SEALS AND GLASS PARTS IN
THE NEW GENERATION RVR VISIBILITY SENSOR AND AMBIENT L
IGHT SENSOR

SPECIFICATION CHANGES TO FAA-E-2678C, VOR/DME EQUIP-
MENT

REMOTE RADIO CONTROL SYSTEM (RRCS) SPECIFICATION CHANG
E
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NCP

14225

14227

14234

14255

14377

14456

14553

14709

14710

14898

15007

CCD
ISSUE
DATE

19920420

19920408

19920124

19920124

19920605

19920420

19920605

19920701

19920701

19920724

19921002

OPEN CCDS FOR NAVIGATION
AS OF JULY 17, 2006

CASE FILE

NE462-ALS -001

NM450-ODALS-003

WP450-VASI -004

SANAF-MALSR-001

NN120-ARMS -127

NN120-ILS -131

MCHAF-GS -002

NE452-MALSR-002

SLCAF-MALSR-001

EA451-MALS -023

SM642-LORAN-063

LOCALIZER ANTENNA PENETRATION OF THE APPROACH LIGHT
PLANE. CAT II/III RW 4R LOGAN INTERNATIONAL AIRPORT,
BOSTON, MA.

SITING CRITERIA WAIVER TO INSTALL ODALS ON PULLMAN, WA
, RWY 05.

VASI RWY 08, CHINO AIRPORT, CHINO, CA

WAIVER OF SITING CRITERIA ON 6850.2A: INSTALLATION OF
SEMI-FLUSH FIXTURE IN PLACE OF LOW IMPACT RESISTANCE
FIXTURE AT JOHN WAYNE AIRPORT RWY 19R THRESHOLD.

FIRMWARE CHANGE TO IMPROVE LCU-TO-MPS COMMUNICATIONS

CHANGE TO SPECIFICATION FAA-E-2492/2C, CATEGORY I ILS

RUNWAY 15, DET GS, DETROIT CITY AIRPORT, DETROIT, MI

CONVERSION ALSF-1 TO MALSR ON R/W 15 AT BURLINGTON
INTERNATIONAL AIRPORT, BURLINGTON, VERMONT

WAIVER PENETRATION OF THE SALT LAKE CITY RUNWAY 16R
(MOY) MALSR LIGHT PLANE.

PROT MEADVILLE AIRPORT, MEADVILLE, PA., MALS
ESTABLISHMENT, R/W 25 NON-STANDARD LOCATION OF
OUTERMOST LIGHT STATION.

BRING ALL LORAN-C LAMS TO BASELINE CONFIGURATION
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OPEN CCDS FOR NAVIGATION
AS OF JULY 17, 2006

CCD
ISSUE

NCP NCP_AMEND NCP_PREFIX DATE CASE FILE TITLE

15017 N 19921014 NN140-MALSR-137 CHANGES TO MALSR SPECIFICATION FAA-E-2750/1,/4

15130 N 19921002 NN130-TACAN-139 CHANGE TO SPECIFICATION TO FAA-E-2828

15146 N 19930106 NN140-MALSR-140 ESTABLISH PRODUCT BASELINE - MALSR

15356 L 19930401 WP450-REIL -005 REIL - RUNWAY 12, PALO ALTO AIRPORT, PALO ALTO,
CALIFORNIA

15357 L 19930121 METAF-MALSR-001 USE OF SEMI-FLUSH THRESHOLD FIXTURES IN NON-ROLLOVER
AREA, R/W 13 MALSR (GDI) LAGUARDIA AIRPORT NEW YORK.

15373 N 19921209 NN140-ALSEF -143 DUAL MODE HIGH INTENSITY APPROACH LIGHTING SYSTEM (ALS
F-2/SSALR) SPECIFICATION UPDATE CHANGE NOTICE 3

15385 N 19930401 NN130-TACAN-145 CHANGE TO SPECIFICATION FAA-E-2828A, TACAN ANTENNA SYS
TEM

15388 N 19930603 NN140-PAPI -142 ESTABLISH PRODUCT BASELINE FOR PRECISION APPROACH PATH

INDICATOR

15398 N 19930719 NN150-MLS -146 UPDATE TO FAA-E-2721B, SCN 1

15425 L 19930401 EA451-PAPI -002 REDUCED WIDTH OF RADIATED LIGHT ON ONE SIDE OF
EXTENDED RUNWAY CENTERLINE, R/W 16 PAPI (SWF), STEWART

INTERNATIONAL AIRPORT, NEWBURGH, NEW YORK.
15544 L 19930401 WP450-MALSR-004 MCNAMARA FIELD, CRESCENT CITY CA RWAY 11

MED INT APPROACH LIGHTNING SYSTEM WITH RUNWAY ALIG
INDICTOR LIGHTS (MALSR)



PAGE

NCP

15735

15845

15865

15967

16159

16171

16191

16283

16314

16324

16329

CCD
ISSUE
DATE

19930519

19930719

19930924

19930805

19940516

19940112

19931029

19931217

19950406

19940112

19940112

OPEN CCDS FOR NAVIGATION
AS OF JULY 17, 2006

CASE FILE

NN130-DF -150

NE452-REIL -001

NN140-ALSF -152

EA451-MALSR-024

NN600O-VOR -147

NN60O-TACAN-154

NM450-LOC -004

NN600-VOR -159

NN60O-TACAN-161

NN60O-ALS -158

EA451-MALSR-025

UPDATE PURCHASE DESCRIPTION FOR VERY HIGH FREQUENCY-
DIRECTION FINDER.

LOCATION OF THE POWER AND CONTROL SUB-STATION FOR THE
REIL FOR RWY 24 AT FALL RIVER MUNICIPAL AIRPORT IN
FALL RIVER, MA.

1500 WATT TRANSFORMER HANDLE

NONSTANDARD LOCATION OF 1000 FOOT BAR AT BWI AIRPORT,
RUNWAY 15L, BALTIMORE, MARYLAND.

CHANGE TO VOR/DME EQUIPMENT SPECIFICATION, FAA-E-2678C

INPUT POWER REQUIREMENTS

SITING CRITERIA WAIVER FOR SALT LAKE CITY INTL AIRPORT
RUNWAY 34R LOCALIZER.

CHAGE TO VOR/DME EQUIPMENT SPECIFICATION, FAA-E-2678C

MODIFY TACAN ELECTROMAGNETIC COMPATIBILITY REQUIREMENT
S

DESIGN REQUIREMENT FOR THE PAR-56 LAMP CONNECTOR
ASSEMBLY

LONG ISLAND MACARTHUR AIRPORT, ISLIP, NY, R/W 06 MALSR
RELOCATION, NON-STANDARD LOCATION AND NON-STANDARD
SPACING FOR FLASHER UNITS.
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OPEN CCDS FOR NAVIGATION
AS OF JULY 17, 2006

CCD
ISSUE

NCP NCP_AMEND NCP_PREFIX DATE CASE FILE TITLE

16439 L 19940218 NE452-REIL -004 LAWRENCE MUNICIPAL AIRPORT, LAWRENCE, MA RW 05 REIL -
LOCAITON OF FLASHER HEADS AND POWER/CONTROL SUBSTATION

16440 L 19940218 GL453-MALSR-056 WAIVER OF ORDER 6850.2 CRITERIA FOR RWY 23L MALSR AT
CLEVELAND HOPKINS

16459 L 19940405 GL453-PAPI -057 WAIVER OF ORDER 6850.2A PARA 500B AND 509 FOR RUNWAY
36 PAPI, METTETAL CANTON AIRPORT, PLYMOUTH MI

16635 N 19940516 NN400-ILS -167 USE OF SOCKETED INTEGRATED CIRCUITS FOR THE CAT II/III
ILS PROGRAM. CONTRACT # DTFA01-91-C-00035

16636 N 19940516 NN400-ILS -168 CHANGE PAINT REQUIREMENTS FOR ANTENNA TOWERS FOR THE
CAT II/III ILS PROGRAM

16637 N 19940516 NN400-ILS -169 CHANGE INTERIOR EQUIPMENT FINISHED SPECIFICATION.

16638 N 19940928 NN600O-TAC -165 POWER CONSUMPTION

16639 N 19950406 NN60O-TAC -166 MODIFY TACAN SPECIFICATION REQUIREMENTS FOR MODULATION
(REDUCED COVERAGE AREA)

16640 N 19940516 NN400-ILS -170 CHANGE FAA-E-2844, SNOW DEPTH MONITOR, PAGE 2 AND PAGE
1.2, PARA 3.9.3; DOCUMENTATION AND DATA

16653 N 19941201 NN600O-VDF -172 UPDATE VDF SYSTEM PRODUCT BASELINE

16701 N 19940413 NN120-SDI -151 ESTABLISH SNOW DEPTH MONITOR (SDM) PRODUCT BASELINE
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OPEN CCDS FOR NAVIGATION
AS OF JULY 17, 2006

CCD
ISSUE

NCP NCP_AMEND NCP_PREFIX DATE CASE FILE TITLE

16732 L 19941128 NE480-DME -001 DME INSTALLATION ASSOCIATED WITH ILS RWY 18 AT LEBANON
NEW HAMPSHIRE

16947 N 19941122 NE452-PAPI -003 PAPI - INCREASE MAXIMUM HEIGHT ON THE POWER CONTROL CA
BINETS ON AIRPORTS SUSCEPTIBLE TO HEAVY SNOWFALL

17085 L 19940928 NE452-REIL -005 LAURENCE G. HANSCOM FIELD/BEDFORD, MA RUNWAY END IDENT
IFIER LIGHTS (REIL) - LAYOUT OF IDENTIFIER UNITS.

17161 N 19940920 AP220-TCCC -016 BASELINE RUNWAY VISUAL RANGE TO TOWER CONTROL COMPUTER
COMPLEX (TCCC) INTERFACE CONTROL DOCUMENT (ICD),
NAS-IC-33102201

17162 N 19940920 AP220-TCCC -017 BASELINE MARK 20 ILS REMOTE CONTROL AND STATUS UNIT
(RCSU) TO TOWER CONTROL COMPUTER COMPLEX (TCCC)
INTERFACE CONTROL DOCUMENT (ICD), NAS-IC-33012201

17238 L 19950406 GL453-REIL -063 WAIVER OF PORTIONS OF ORDER 6850.2A CRITERIA FOR
RUNWAY 08 REIL, LAKE IN THE HILLS AIRPORT, LAKE IN THE
HILLS, ILLINOIS

17284 L 19950118 WISAF-REIL -001 WAIVER TO SITING CRITERIA FOR VISUAL GUIDANCE LIGHTING
SYSTEMS, CHAPTER 4, PARAGRAPH 401 FOR RUNWAY END
IDENTIFIER LIGHTS AT MOSINEE WISCONSIN

17424 L 19950118 EA451-ALS -009 WAIVER TO INSTALL SEMIFRANGIBLE LIGHTS AT JFK
INTERNATIONAL AIRPORT, R/W 4R ALSF-2/SSALR

17461 L 19950214 NM450-GS -003 WAIVER TO SITING CRITERIA FOR RWY 10L GS AT PORTLAND,
OREGON, INTERNATIONAL AIRPORT

17471 N 19950522 NN60O-TAC -176 WARM UP TIME

17570 L 19950406 NE454-DF -001 INSTALLATION OF HOULTON INTERNATIONAL AIRPORT

DIRECTION FINDER FACILITY LOCATED IN HODGDON, MAINE
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OPEN CCDS FOR NAVIGATION
AS OF JULY 17, 2006

CCD
ISSUE

NCP NCP_AMEND NCP_PREFIX DATE CASE FILE TITLE

17654 N 19950522 AP220-TCCC -012 BASELINE RUNWAY VISUAL RANGE (RVR) TO TOWER CONTROL
COMPUTER COMPLEX (TCCC) INTERFACE CONTROL DOCUMENT
(ICD), NAS-IC-33102201-01

17656 N 19950522 AP220-TCCC -021 BASELINE WILCOX CAT III INSTRUMENT LANDING SYSTEM
(ILS) TO TOWER CONTROL COMPUTER COMPLEX (TCCC) ICD,
NAS-IC-33012201-02

17815 L 19950706 EA451-MALSR-026 ESTABLISH MALSR AT RICHMOND INTERNATIONAL, BYRD FIELD,
AIRPORT AND UTILIIZE A 2.4 % APPROACH LIGHT
PLANE SLOPE GRADIENT INSTEAD OF REQUIRED 2 %

17847 L 19951127 MCHAF-VASI -001 RUNWAY 27L VASI. WILLOW RUN AIRPORT, BELLEVILLE, MI.

17992 L 19950808 NM450-REIL -007 WAIVER REIL LIGHT UNIT LOCATION ON R/W 28 AT BAYVIEW
AIRPORT IN BURLINGTON WA.

18025 L 19950808 NM450-REIL -008 WAIVER TO REIL LIGHT UNIT & POWER & CONTROL STATION
LOCATION ON RWY 13 AT NORTH BEND, OREGON.

18185 L 19951214 NM450-REIL -010 WAIVER TO THE POWER AND CONTROL STATION LOCATION FOR
MC CALL IDAHO (MYL) RWY 34 REIL.

18354 T 19960411 ND520-ILS -181 MARK 20 ILS GLIDE SLOPE INTERIM CONVERSION FROM
CAPTURE EFFECT TO NULL REFERENCE

18355 T 19960305 ND520-ILS -182 MARK 20 ILS GLIDE SLOPE INTERIM CONVERSION FROM
CAPTURE EFFECT TO SIDEBAND REFERENCE

18403 N 19960131 ND530-TACAN-186 ESTABLISH PRODUCT BASELINE FOR LOW POWER TACAN ANTENNA
(LPTA), FA-10369, CONTACT NUMBER DTFA01-90-C-00025

18485 T 19960508 ALDUT-MLS -002 MLS POINT-IN-SPACE MONITORED ANGULAR TOLERANCE REVISIO

NS.
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NCP

18895

18898

19111

19317

19318

19332

19348

19414

19489

19490

19565

CCD
ISSUE
DATE

19961022

19960809

19961011

19970123

19970124

19970313

19970310

19970422

19970603

19970603

19970617

OPEN CCDS FOR NAVIGATION
AS OF JULY 17, 2006

CASE FILE

NM450-GS -005

SO450-MALSR-001

NE452-MALSR-012

ND530-TACAN-195

ND530-TACAN-196

ND530-TACAN-198

ND520-TACAN-200

ND520-ILS -201

ND520-ILS -202

ND520-ILS -203

FAIAF-ALSF -001

WAIVER SITING CRITERIA FOR FELTS FIELD GS ON RWY 21R.

REQUEST TO INSTALL LIGHT STATION 14400 AT STATION 13+6
6.45 FOR FUTURE MALSR, RWY 18L, MEMPHIS INTERNATIONAL
ATIRPORT, MEMPHIS, TENNESSEE

KNOX COUNTY REGIONAL AIRPORT, ROCKLAND, ME, RUNWAY 13
MALSR APPROACH LIGHT PLANE PENETRATION.

SPEED CONTROL CCA 1A1A2A1 AND ANTENNA CONTROL UNIT (AC
U) FA-1039/2

FILTER ASSEMBLY 3FL1

TRIGGER DELAY CCA 2A1A1 AND INTERFACE CCA 2A1A3

ANTENNA CONTROL UNIT (ACU) FRONT PANEL WARNING DECAL

UPDATE CATEGORY II/III INSTRUMENT LANDING SYSTEM SPEC-

IFICATION TO REVISION "B" CHANGE 3

MARK 20 ILS ASSEMBLY CIRCUIT CARD, MOD PA, LOCALIZER,
P/N 120290-0001

MARK 20 ILS DISTRIBUTION UNIT P/N 120354-0001

FAIRBANKS ALSF-2 SEMI-FLUSH LIGHT FIXTURES RWY 1L
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OPEN CCDS FOR NAVIGATION
AS OF JULY 17, 2006

CcCD
ISSUE

NCP NCP_AMEND NCP_PREFIX DATE CASE FILE TITLE

19647 N 19970617 ND740-ILS -005 BASELINE PIR TI AND APPROVE ECP 23 AND 26

19696 N 19971209 ND740-CCR -004 APPROVE CURRENT REGULATOR (CCR) SPECIFICATION FOR USE
WITH AIRFLO ALSF-2 SYSTEM ONLY

19760 N 19990308 CAEAF-ENV -005 ENERGY CONSERVATION FOR RED OBSTRUCTION LIGHTS

19788 N 19970730 ND740-PAPI -008 BASELINE THE PAPI SYSTEM, FA-10620

19860 L 19970904 EA451-ILS -007 CHANGE SITING CRITERIA TO ALLOW LOCALIZER AT READING
PA. AIRPORT TO BE INSTALLED 320 FEET FROM STOP END OF
R/W 13

19989 N 19971209 GTWAF-MB -001 BASELINE AND MAKE CHANGES TO ASII MARKER BEACON SYSTEM
ALLOW FOR INTEGRAL MONITORING

20194 N 19980414 GTWAF-NDB -001 MODIFY DOOR FOR THE ANTENNA TUNING UNIT TO ALLOW AN
UNOBSTRUCTED VIEW

20256 L 19980414 EA451-PAPI -005 CHANGE SITING CRITERIA TO ALLOW NON STANDARD LOCATION
PF P&CU AND HORR. AIMONG ANGLE FOR PAPI ON R/W22L AT
JFK INT'L AIRPORT, JAMAICA NY

20269 L 19980414 ERA472-GS -003 CHANGE SITING CRITERIA TO ALLOW OPERATION OF R/W 28C
G/S ON PITTSBURGH AIRPORT WITH THE CRITICAL AREA
DIMENSIONS REDUCED.

20270 L 19980414 NE180-ILS -002 INSTALLATION OF ASII-1118 DISTANCE MEASURING EQUIPMENT

(DME) TO SERVE MANCHESTER NH (MHT) R/W 17/35 AND R/W

6

20271 N 19980512 ND720-HNL -004 HOST INTERFACE DEVICE/NAS LOCAL AREA NETWORK (HNL)

PRODUCT BASELIE INDEX
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NCP

20347

20390

20530

20565

20583

20592

20659

20670

20675

20856

20872

CCD
ISSUE
DATE

19981106

19990129

19981106

19981014

19980715

19981106

19981014

19981106

19981014

19990106

19981113

OPEN CCDS FOR NAVIGATION
AS OF JULY 17, 2006

CASE FILE

ML400-VOR -004

0s242-ILSs -211

CE470-PAPI -001

GTWAF-LOC -002

ND740-ILS -010

GPLAF-VASI -001

NI280-LOC -001

ML400-DME -002

NI280-MALSF-001

DMSAF-VOR -012

INDAF-VOR -004

VOR TEST GENERATOR CLOCK FREQUENCY CORRECTION

FA-10165 LINK CONTROL UNIT (LCU)

BASELINE AND MAKE CHANGES TO TI 6850.76 PRECISION
APPROACH PATH INDICATOR

REDUCE POWER FOR THE FXD LDA (RUNWAY 30L) AT ST. LOUIS
LAMBERT INT'L AIRPORT

BASELINE THE MARK 20 INSTRUMENT LANDIND SYSTEM

FA-9899 VASI HOUR METER

CHANGE SITING CRITERIA TO ALLOW LOCALIZER AT BENEDUM
AIRPORT (CKB), CLARKSBURG WVA. TO BE INSTALLED 340 FT.
FROM STOP END OF R/W21.

PROPOSAL TO CHANGE DC WIRING FA-9783 TRANSPONDER

CHANGE 6850.2A TO INSTALL MED INTENSITY APPROACH LIGHT
ING TO R/W 11 AT EWR, NEWARK, NJ

3RD GENERATION VOR/RCO CONNECTION TO LITTON ICSS TYPE3

CHANGE MONITOR ANTENNA LOCATIONS/MODIFY COUNTERPOISE
@UCA MOUNTAINTOP VOR



PAGE

NCP

20897

20913

20934

21026

21032

21042

21062

21065

21068

21079

21124

CCD
ISSUE
DATE

19981113

19981113

19990129

19990202

19990607

19990308

19990129

19990129

19990129

19990129

19990308

OPEN CCDS FOR NAVIGATION
AS OF JULY 17, 2006

CASE FILE

SMO86-MALSR-002

NI280-ILS -001

ND740-ALSF2-012

UA430-DF -001

CE450-VOR -002

INDAF-MALSR-001

EA470-VASI -001

CBSAF-ILS -001

SMO86-MALSR-004

GEGAF-DME -001

UA430-DF -002

PORTLAND, ME R/W 11 MALSR - NON-STANDARD SPACING BETWE
EN LIGHT STATION 20 + 40 AND STATION 22 + 08

MARK-20 ILS GLIDE SLOPE (GS) INTERIM CONVERSION FROM
CAPTURE EFFECT TO SIDEBAND REFERENCE FOR LGA, NY R/W
13.

ADD TO THE ALSF-2 BASELINE THE REMOTE MONITORING SUB-
SYSTEM (RMS) TO MONITOR THE TRANSCEIVERS AT EACH OF
THE LIGHTS

INSTALLATION OF A DOUBLE NOTCH CAVITY FILER IN THE
RADIO FREQUENCY (RF) FEED LINE TO THE DF RECEIVER/BEAR
ING PROCESSOR AT GLEN FALLS, NEW YORK (KGFL)

WAIVE VORTAC INSTRUCTION BOOK AND AUTHORIZE ALTERNATE
TEST PROCEDURES FOR MCI, KANSAS CITY, MISSOURI

CHANGE SITING CRITERIA TO ELIMINATE ONE STATION OF MMY
MALSR ON R/W 17-35, AT PHILADELPHIA INT'L AIRPORT

VASI SERVING R/W 05 AT CHARLESTON, WV

CONVERT FA9906 CONTROL UNIT TO DUAL MONITOR AND
TRANSMITTER OPERATION MARK 1F

MALSR MASTER TIMER REPLACEMENT - PORTLAND, ME AND BANG
OR, ME

ASII, FA1118DME SENSITIVITY TOLERANCE CHANGE

INSTALLATION OF A DOUBLE NOTCH CAVITY FILER IN THE
RADIO FREQUENCY (RF) FEED LINE TO THE DF RECEIVER/BEAR
ING PROCESSOR AT ALTOONA, PA (KAOO)
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NCP

21174

21218

21219

21349

21367

21369

21426

21435

21495

21500

21501

CCD
ISSUE
DATE

19990312

19990607

19990607

19990908

19990729

19990820

19990820

19990726

20000121

19990726

19991013

OPEN CCDS FOR NAVIGATION
AS OF JULY 17, 2006

CASE FILE

ND740-ALSF2-014

NI280-ALSF2-001

SW471-DME -001

0S242-ALSF -225

0S244-VASTI -241

0S244-MALSR-242

MEMAF-ALS -003

CE470-LOC -001

NI680-PAPI -001

GTWAF-GS -004

SW680-LOC -001

OPERATE ALSF-2 WITH OT&E TESTED SOFTWARE AND NEW
HARWARE AT MEMPHIS, TN RUNWAY 36R AND RESTORE SSALR
MODE

LOCAL CHANGE TO BASELINE DOCUMENT ORDER 6850.2A TO INS
TALL NON STANDARD HIGH INTENSITY APPROACH LIGHTING SYS
WITH FLASHERS (ALSF-2) R/W 22L AT JFK, NY

RELAXATION OF SEVERAL SYSTEM PARAMETERS FOR THE
DALLAS/FORT WORTH MAVERICK (TTT) DME.

FALSE FAILURE INDICATION IN THE AIRFLO ALSF-2

INCORPORATE TWO ADDITIONAL ALIGNMENT PROCEDURES FOR A
DISAN AND MONITRONICS CURRENT REGULATOR CARD IN TI
6850.45

ELIMINATE A SHOCK HAZARD IN MALSR SEQUENCE FLASHER OPT
ICAL HEAD.

WAIVER TO FAA ORDER 6850.5C FOR AIRPORT RUNWAY SYSTEM
LOCATED AT BNA ALS RWY 02L, NASHVILLE, TN

ADD RF ISOLATORS TO BKY 30L LOCALIZER DU INPUT PORTS

POWER AND CONTROL RACK LOCATION OF THE PAPI SERVING
RUNWAY 35 AT THE WEST MEMPHIS AIRPORT, WEST MEMPHIS,
ARKANSAS.

GROUND CHECK POINTS DDM AT STL LAMBERT RUNWAY 06 END
FIRE GS (JAK GS)

ADD AMPLIFIERS FOR THE CLEARANCE DETECTOR SIGNALS FOR
THE RUNWAY 36R LOCALIZER IN TULSA, OKLAHOMA.
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OPEN CCDS FOR NAVIGATION
AS OF JULY 17, 2006

CCD
ISSUE

NCP NCP_AMEND NCP_PREFIX DATE CASE FILE TITLE

21504 L 19990820 LIBAF-ILS -010 CORRECT LOW ON PATH SIGNAL FROM UPPER ANTENNA ON THE
GDI GS AT LGA SSC

21505 L 19990726 GTWAF-GS -005 FIELD MONITOR ALIGNMENT PROCEDURE FOR STL LAMBERT RUNW
AY 06 (JAK GS) END FIRE GLIDE SLOPE

21509 L 19990820 NI680-ALSE -001 ALSF-II, RUNWAY 22R, LITTLE ROCK NATIONAL AIRPORT,
LITTLE ROCK, ARKANSAS.

21589 L 19990908 sw471-LOC -001 LOCATE THE ANTENNA ARRAY FOR THE ACT LOCALIZER, AN ELE
MENT OF THE ILS ON RUNWAY 19 AT WACO REGIONAL AIRPORT,
WACO, TEXAS, IN THE RUNWAY SAFETY AREA.

21593 L 19990924 s0472-DME -001 INSTALL AUTO-RESET PRINTED CORCUIT BOARD IN WILCOX 596
B/C AT ALL APPLICABLE SITES LOCATED IN THE REGION (SEE
ATTACHED) .

21754 N 19991208 0S244-MALSR-253 CHANGES TO INSTRUCTION BOOKS TO INCLUDE SOLID-STATE M,
ASTER TIMER P/N 571338 WHEN USED TO REPLACE THE MECHAN
ICAL TIMER.

21792 A T 20000308 ND740-ALSF2-020A OPERATE ALSF-2 ON MEMPHIS, TN, RUNWAY 36L WITH TEST RE
PLACEMENT LAMP MONITORING SYSTEM

21820 L 20000404 EA470-MALSR-001 PHILADELPHIA INTERNATIONAL AIRPORT RUNWAY 26 MALSR.
RIGID LIGHT SUPPORTS: P&C SHED LESS THAN 400 FT FROM
R/W

21821 N 20000215 CVGAF-DME -007 CHANGE BLUE PAGE HANDBOOK TOLERANCES, FAA ORDER 6730.2

PARA 87 F (1) PAGE 36-4, OF THE ASII 1118 DME 50 MHZ

CLOCK

22032 T 20000605 NI730-NDB -001 PROVIDE COMPACT AIRPORT REMOTE MONITORING SUBSYSTEM (C

ARMS) FOR NON-DIRECTIONAL BEACON (NDB) FACILITIES.

22123 L 20000925 RRRAF-VOR -001 REMOTE RESET OF RSCE EQUIPMENT TYPE FA-10391/2
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OPEN CCDS FOR NAVIGATION
AS OF JULY 17, 2006

CCD
ISSUE

NCP NCP_AMEND NCP_PREFIX DATE CASE FILE TITLE

22134 L 20000718 NI180-ALSF2-001 INSTLL AFLS2 TO SERVIE R/W 11 AT PORTLAND INTERNATIONA
L JETPORT (PWM) IN PORTLAND, MAINE

22148 L 20000814 NI180-PAPI -002 INSTALLATION OF PRECISION APPROACH PATH INDICATOR (PAP
I) SERVING RUNWAY 17 AT EDWARD F. KNAPP STATE AIRPORT,
MONTPELIER, VERMONT (MPV)

22154 L 20010521 NI180-REIL -001 RELOCATION OF RUNWAY 33 RUNWAY END IDENTIFIER LIGHTS
(REIL)

22155 L 20001207 S0472-LOC -007 INSTALLATION OF A 14 ELEMENT ARAY LOC AND DME FOR RUNW
AY 23

22188 L 20000718 NE470-GS -001 INSTLL SBR GLIDE SLOPE SYSTEM @ 203.5' FROM R/W C/L FO
R PROVIDENCE, RI (PVD) R/W 34

22190 L 20001122 NI180-PAPI -003 AMENDMENT TO OFFSET DISTANCE PAPI RUNWAY 33 GROTON,
CT (GON)

22193 L 20000802 GTWAF-VASI -001 USE GRASSHOPPER FUSE INSTEAD OF LAMP-OUT SHORTING
DEVICE FOR FA-9872 VASI SYSTEM, SUSC VASI,
CHESTERFIELD, MO

22240 L 20000807 NI680-RRCS -002 OMISSION OF THE INTERFACE UNIT FOR THE RUNWAY 35R
MALSR SYSTEM SERVING AUSTIN-BERGSTROM INTERNATIONAL
AIRPORT, AUSTIN, TEXAS

22244 L 20000807 NI680-PAPI -002 LOCATION OF THE RUNWAY 14 PRECISION APPROACH PATH
INDICATOR (PAPI) LAMP HOUSING ASSEMBLY (LHA) NO. 4
WITHIN 50 FT OF A TAXIWAY AT DOWNTOWN MUNI ARPT.

22350 L 20000913 NI680-ALS -001 TAXIWAY SIGNS, MATHIS FIELD MUNICIPAL AIRPORT, SAN

ANGELO, TEXAS

22359 T 20001017 ND740-VTC -028 LPTA MOTOR BEARING REPLACEMENT ON THE TYPE FA-10369
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OPEN CCDS FOR NAVIGATION
AS OF JULY 17, 2006

CCD
ISSUE

NCP NCP_AMEND NCP_PREFIX DATE CASE FILE TITLE

22386 L 20001017 CE470-VASI -003 WAIVE SITING REQUIREMENTSOF ORDER 6850.2 FOR HUT AND
HUTA VASIS, RUNWAYS 03/21, HUTCHINSON, KANSAS

22387 L 20001017 CE470-REIL -001 WAIVE SITING REQUIREMENTSOF ORDER 6850.2 FOR HUT AND
HUTA REILS, RUNWAYS 03/21, HUTCHINSON, KANSAS

22388 L 20001005 SMO86-GS -001 GRN-27 GS ANTENNAS INSTALLED ON MARK 1E CAPTURE EFFECT
GLIDESLOPE AT MONTPELIER, VT., R/W 17

22443 L 20001106 NI680-MALSR-013 MALSR RWY 17R VALLEY INTRL AIRPORT, HARLINGEN, TEXAS

22458 L 20001212 Sw472-VASI -010 ROSWELL INDUSTRIAL AIR CENTER RUNWAY 17/35 VASI WAIVER

22464 C 20001207 NI880-ILS -001 INTEGRATED CONTROL AND MONITORING SYSTEM (ICMS)

22580 L 20030326 S0472-LOC -008 INSTALL NON-FEDERAL LOCALIZER, BIG SANDY REGIONAL AIRP
ORT, PRESTONSBURG, KY RWY 21

22586 L 20010326 NE471-MALSR-001 PENETRATIONS TO THE APPROACH LIGHT PLANES FOR THE MALS
R SERVING R/W 34 AT PEASE INTERNATIONAL TRADEPORT (PSM
) » PORTSMOUTH, NH

22614 L 20010406 NI200-ILS -001 MAINTAIN NON-STANDARD SITING OF THE EXISTING RUNWAY
22L LOCALIZER ANTENNA ARRAY AT JFK INTERNATIONAL
AIRPORT, JAMAICA, NY

22721 L 20011106 GTWAF-MALSR-002 ADD TIMES TO CONTROL CIRCUIT IN FA-10290 MALSR

CONTROL CABINET, OTTUMWA, IA, RWY 31

22722 L 20020226 S0472-VOR -001 INSTALL LIGHTNING SUPPRESSION DEVICES



PAGE

NCP

22723

22755

22871

22894

22952

22994

22995

23063

23070

23071

23091

CCD
ISSUE
DATE

20020422

20010426

20010927

20021022

20010806

20011114

20010907

20020827

20011029

20011029

20020226

OPEN CCDS FOR NAVIGATION
AS OF JULY 17, 2006

CASE FILE

S0472-TACAN-001

ND740-RVR -020

RRRAF-ALSF -001

PITAF-MALSR-079

CE450-ALS -003

S0472-ALS -003

FAALC-TACAN-001

0S242-VOR -271

FAALC-MALSR-001

FAALC-REIL -001

NM473-VOR -003

INSTALL LIGHTNING SUPPRESSION DEVICES

RUNWAY VISUAL RANGE INTERFACE WITH COLLABORATIVE DECIS
ION MAKING

COMTEQ LAMP-OUT MONITOR SUBSYETEM FOR DUAL MODE HIGH I
NTENSITY APPROACH LIGHTING SYSTEM (ALSF-2/SSALR) FA-10
048 (AIRFLOW) SERVING RUNWAY 35R AT WILL ROGERS

LIGHT SHIELD FOR CKB MALSR

INSTALLING THREE DELAY-ON-MAKE TIMERS (ICM-102 TIMERS)
IN THE CONTROL CIRCUIT FOR THE FA-10290 MALSR CONTROL
CABINET, THE EASTERN IOWA AIRPORT, CEDAR RAPIDS, IA

FLASHER ICC CONVENIENCE OUTLET MODIFICATION

LPTA CENTRAL ARRAY REPLACEMENT

UPDATE VOR/DME FA-10391 TECHNICAL INSTRUCTION BOOK

CURRENT LIMITING RESISTOR ADDITION

CURRENT LIMITING RESISTOR ADDITION

MODIFICATION TO THE AGC TIME CONSTANT OF THE COMPOSITE
AUDIO DETECTOR 5A2 TO IMPROVE THE AUTOMATIC GROUND
CHECK ACCURACY
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OPEN CCDS FOR NAVIGATION
AS OF JULY 17, 2006

ccD
ISSUE

NCP NCP_AMEND NCP_PREFIX DATE CASE FILE TITLE

23095 L 20030225 PITAF-GS  -065 WAIVE GROUND CHECK TOLERANCE FOR THE JOHNSTOWN PA
RWY 33 EFGS POINTS 4 AND 5

23103 A L 20031029 S0472-MALSR-003A REQUEST AN EXTENSION OF CCD L 23103 'REQUEST TO ALLOW
EXISTING POWERLINE TO PROTUDE ABOVE THE EXISTING MALSR
APPROACH LIGHT PLANE, OWENSBORO-DAVIES COUNTY AIRPORT

23106 L 20030527 LOUAF-VTC -001 ELIMINATION OF MODEL 43 RMCF PRINTERS

23114 N 20011106 NI280-RRCS -001 CHANGE POWER SUPPLY INITIAL TOLERANCE LIMITS TO RRCS
TI-6850.83 MANUAL

23153 L 20011106 TYRAF-MALSR-001 WAIVER REQUEST FOR RWY 13 MALSR STA 8 (RELOCATE),
TYLER, TX

23165 L 20011106 NI300-LOC -006 ALLOW PENETRATION OF CRITICAL AREA FOR FFV LOC AT SARA
SOTA/BRADENTON INTERNATIONAL AIRPORT

23166 L 20011106 NI300-LOC =007 ALLOW PENETRATION OF CRITICAL AREA FOR SRQ LOC AT SARA
SOTA/BRADENTON INTERNATIONAL AIRPORT

23196 L 20020125 BERAF-DME -001 MAINTENANCE SCHEDULE FOR SAINT GEORGE ISLAND, WILCOX 5
96-C, DME.

23231 L 20020213 NE471-MALSR-002 BAFFLE OF RAAIL AT STATION 16+00 AT RKD 13 MEDIUM
INTENSITY APPROACH LIGHT SYSTEM WITH RUNWAY ALIGNMENT
INDICATOR LIGHTS (MALSR)

23249 T 20020827 ND740-ALSF2-037 OPERATE ALSF-2 AT JFK INTERNATIONAL AIRPORT, RW 22L

WITH 3 TEST REPLACEMENT CCRS, TYPE 10721 AND A TEST
REPLACEMENT LAMP MONITORING SYS, PN 93001043-02.

23256 T 20020226 CT320-RVR -001 TELEDYNE RVR RADIO LINK TEDT FIELD DATA COLLECTION



PAGE

NCP

23330

23430

23453

23461

23469

23679

23739

23740

23776

23805

23828

CCD
ISSUE
DATE

20020226

20020226

20030527

20020213

20021022

20030722

20020827

20020827

20040525

20030121

20021022

OPEN CCDS FOR NAVIGATION
AS OF JULY 17, 2006

CASE FILE

ND740-PAPI -036

NI200-ILS -010A

NI180-ILS -002

ND740-PAPI -038

SMO86-VOR -002

NI180-ALSF -001

NI180-MALSR-001

NI180-MALSR-002

MCNAF-SSALR-001A

DMSAF-DME -046

SMO86-ALSEF -001

UPDATE PAPI TECHNICAL INSTRUCTION MANUAL, FA 10620

ALLOW 599.4 FOOT LOCALIZER SETBACK VS. MINIMUM 600
FOOT SETBACK REQUIRED BY ILS SITING ORDER 6750.16C,
PARA 20B.

MANCHESTER, NH RUNWAY 35 ILS INNER MARKER SITING

REMOVING THE EXISTING PAPI TILT SWITCHES AND MONITOR
CARD AND INSTALLING A TEST MODIFICATION SET AT TUSCAN,
AZ RUNWAY 11R

REPLACE DVOR MONITOR ANTENNA

RELOCATION OF THE RUNWAY 33 LOCALIZER ANTENNA OUT OF
THE RUNWAY SAFETY AREA (RSA)

REPLACE THE MALSR ON RUNWAY 33 AT BANGOR INTERNATIONAL
AIRPORT, BANGOR MAINE (BGR)

REPLACE THE MALSR ON RUNWAY 33 AT BANGOR INTERNATIONAL
AIRPORT, BANGOR MAINE (BGR)

REQUEST TO ALLOW EXISTING SSALR TO CONTINUE OPERATING
IN A NONSTANDARD CONFIGURATION WITHOUT THE LIGHT BAR A
T STATION 2+00

FA-9639 EXCITER STABILAZATION AT GL SITES

REPLACE THE SEMI-FLUSH IN-PAVEMENT ALSF-II LIGHTS WITH
ABOVE GROUND TYPE FIXTURES AT BANGOR INTERNATIONAL
AIRPORT, BANGOR, ME
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OPEN CCDS FOR NAVIGATION
AS OF JULY 17, 2006

CCD
ISSUE

NCP NCP_AMEND NCP_PREFIX DATE CASE FILE TITLE

23829 L 20021126 CAEAF-ALS -004 REMOVE ALS STATION 11402

23880 L 20021126 NI180-LOC -002 INSTLLATION OF A TEMPORARY LOCALIZER TO SERVE RUNWAY 3
5 AT MANCHESTER, AIRPORT, MANCHESTER, NH

23881 L 20021126 NI280-PAPI -210 INSTALL PAPI ON RIGHT SIDE OFR/W 25
INSTALL SHELTER FOR R/W/25 AND REIL EQUIPMENT

23882 T 20030128 NI280-ICMS -201 NBP INTEGRATED CONTROL AND MONITOR SYSTEM FOR EWR ATCT

23883 T 20030121 FAIAF-ALSF2-002 MONITOR FOR FAIRBANKS ALSF-2.

23898 L 20021126 INDAF-ALS -001 WAIVER TO HANDBOOK CERTIFICATION PARAMETERS IN 6850.5C
PARA. 74 FOR THE SSALF RUNWAY 8, CAP CITY AIRPORT

23911 L 20021126 DMSAF-PAPI -049 POWER INTERRUPTION RESET CIRCUIT FOR FA-10620 PAPI
WITH RMM.

23919 L 20021118 SWe680-LOC -002 ALLOW VEHICLES ON AN AIRCRAFT RESCUE AND FIRE FIGHTING
(ARFF) ROAD TO PASS THROUGH A LOCALIZER CRITICAL AREA
WITHOUT HOLDING FOR AIRCRAFT USING THE LOCALIZER

24076 L 20021126 MGMAF-MALSR-001 ADD AUXILIARY CONTACTS TO MALSR LIGHTING CONTROLS

24082 L 20030624 CSGAF-GS -003 MONITORING OF NON-MONITORED ILS GLIDE SLOPE

24183 T 20030128 DMSAF-ILS -052 INTEGRATED CONTROL AND MONITOR SYSTEM (ICMS) INSTALLAT

ION
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OPEN CCDS FOR NAVIGATION
AS OF JULY 17, 2006

CCD
ISSUE

NCP NCP_AMEND NCP_PREFIX DATE CASE FILE TITLE

24331 A T 20041026 ND720-RVR -002B EXTENSION OF RADIO FREQUENCY (RF) DATA LINK FIELD TEST
WITH TELEDYNE RUNWAY VISUAL RANGE (RVR)

24411 N 20030722 0S241-ILs -317 MARK 20A ILS RMM SOFTWARE FOR SINGLE FREQUENCY/SINGLE
EQUIPMENT LOCALIZERS

24459 L 20030624 S0472-RVR -002 PROVIDE AIRFIELD LIGHTING/TASKER 500 RVR INTERFACE AT
AIRPORTS WITH SILICON CONTROLLED RECTIFIER (SCR) SWITC
HING CONSTANT CURRENT REGULATORS (CCR)

24460 L 20030527 SMO86-VOR -003 INSTALLATION OF TUNABLE BANDPASS FILTER TO ELIMINATE V
OR MONITORING INTERFERENCE FROM LOCAL FM STATION

24461 L 20030422 S0472-MALSR-004 CANCELLATION OF CCD 21591 TO RECONFIGURE RRCS WIRING T
O ELIMINATE MALSR HIGH STEP OPERATION DUE TO EXCESSIVE

CURRENT THROUGH THE MALS CIRCUITRY, KEY FIELD AIRPORT

24516 L 20030527 LSSAF-PAPI -002 RESET CIRCUIT FOR NEW BEDFORD PANORAMICS PAPI

24531 L 20030624 RRRAF-MALSR-002 ELIMINATION OF IN RUSH CONTACTOR BURN-OUT PROBLEMS.

24574 L 20030826 MIAAF-MALSR-005 INSTALL 240 VOLT FLASHER TEST CIRCUIT

24578 N 20030923 0S241-1LSs -316 MARKER BEACON RF POWER CAL ROUTINE

24612 L 20030722 SMO86-MALS -001 INSTALLATION OF EMERGENCY MODIFICATION BASED ON CCDL19
060 ON BURLINGTON, VT (VOE) MALS

24670 L 20030722 NE470-TACR -001 ENABLE TACR ANTENNA POWER AT LPTA SITES WHEN COMMERCIA

L POWER RETURNS, AFTER POWER OUTAGE
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OPEN CCDS FOR NAVIGATION
AS OF JULY 17, 2006

CCD
ISSUE

NCP NCP_AMEND NCP_PREFIX DATE CASE FILE TITLE

24795 L 20030826 NI300-MALSR-009 REQUEST TO RELOCATE 17R MALSR P&C STATION BUILDING 280
' EAST OF THE EXTENDED RUNWAY 17R CENTERLINE, LOUISVIL
LE INTERNATIONAL AIRPORT, LOUISVILLE, KENTUCKY

24856 L 20031021 NI300-LOC -015 REQUEST TO INSTALL LOCALIZER ANTENNA 950' FROM THE RUN
WAY 33 THRESHOLD

24860 N 20031021 FAALC-ILS -002 INSTALL RESISTOR GUARD PLATE ON MARK 20 LOC/GS
MODULATOR/POWER AMPLIFIER (MOD/PA)

24874 L 20030923 DMSAF-GS -066 ATTENUATION OF THE END FIRE GLIDESLOPE CARRIER POWER
TO ALLOW ADEQUATE SIDEBAND POWER FOR SHARP ALARM

24880 L 20031021 NI680-MALSR-001 MALSR, RUNWAY 01, SEARCY MUNICIPAL AIRPORT, SEARCY,
ARKANSAS

24926 L 20031118 NI300-MALS -001 REQUEST TO INSTALL NON-STANDARD MALSF CONFIGURATION, R
UNWAY 15, KISSIMMEE GATEWAY AIRPORT, KISSIMMEE, FLORID
A

24927 L 20031118 GL480-MALSR-091 WAIVER OF ORDER 6850.2A FIGURE 2-4, MALSR CONFIGURATIO
N FOR PLACEMENT OF MALS THRESHOLD LIGHT BAR AT STATION
0+15, RUNWAY 6, DECATUR AIRPORT, DECATUR, ILLINOIS

24937 L 20030923 NI280-PAPI -001 WAIVER REQUEST TO ALLOW OPERATION OF A PAPI AT A
LOCATION LESS THAN 300 FEET FROM THE EXISTING ILS/GS
AT R/W 19R, DULLES INTERNATIONAL AIRPORT

24942 A L 20040525 S0472-VOR -002A EXPAND TOLERANCE OF 9960 HZ MODULATION IN DOPPLER VOR
FACILITIES, AMEND LOCATIONS FOR CCD L 24942

24997 L 20040323 NI300-ALSF -004 REQUEST TO INSTALL 21.0' NON-STANDARD LIGHT PLANE CLEA
RANCE OVER CSX RAILROAD TRACK, RUNWAY 35L, LOUISVILLE
INTERNATIONAL AIRPORT, LOUISVILLE, KENTUCKY

24998 L 20031118 NI300-MALSR-008 REQUEST TO INSTALL +2.12% NON-STANDARD LIGHT PLANE SLO

PE FOR MALSR, RUNWAY 17R, LOUISVILLE INTERNATIONAL AIR
PORT, LOUISVILLE, KENTUCKY
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NCP

25019

25049

25080

25084

25092

25148

25191

25192

25223

25224

25255

CCD
ISSUE
DATE

20031118

20040224

20040323

20040127

20040127

20040323

20040224

20040224

20040224

20040525

20040323

OPEN CCDS FOR NAVIGATION
AS OF JULY 17, 2006

CASE FILE

NI300-LOC -016

EWRAF-ALSF -002

NI300-LOC -018

NI300-MALSR-010

0S242-TACAN-260

SMO86-ALSFE -002

CAEAF-ALS -006

DMSAF-MALSR-070

CE450-ALSF2-002

AOP30-VOR -001

NI300-IM -014

REQUEST TO INSTALL LOCALIZER ANTENNA 50' FROM RUNWAY 2
6 THRESHOLD, SAN JUAN, PUERTO RICO

REPLACE PRESENT SEMI-FLUSH LIGHT FIXTURES IN THE ALSF2
AT NEWARK INTERNATIONAL AIRPORT, RUNWAY 4R, WITH AN
ADB SIEMENS HIGH INTENSITY STYLE 2 APPROACH LIGHT

REQUEST TO REPLACE LOCALIZER EQUIPMENT AT CURRENT LOCA
TION, 497' FROM THE THRESHOLD OF RUNWAY 27, WITH THE R
SA, COVINGTON, KY

REQUEST TO INSTALL NON-STANDARD MALSR CONFIGURATION, R
UNWAY 05, ANDERSON REGIONAL AIRPORT, ANDERSON, SC

CHANGE PAGES FOR LOW POWER TACAN ANTENNA, FA-10369
TECHNICAL INSTRUCTION BOOK

RELOCATION OF ONE FAR FIELD MONITOR FOR THE R/W 15
LOC IN BANGOR, ME FROM THE MIDDLE MARKER TO THE
VICINITY OF THE INNER MARKER

IMPLEMENT MALSR MOD ON ALS LAMPS TO PREVENT MISALIGNME
NT

INSTALL THE LIGHT BAFFLES ON VKG RAIL SEQUENCE FLASHER
PORTION OF MALSR

LAMBERT - ST. LOUIS INTERNATIONAL AIRPORT, ST. LOUIS,
MO R/W 29 ALSF-2 - WAIVER FOR THRESHOLD BAR LOCATION

SECOND GEN VORTAC MASS QUATERLY PM COMMAND CHANGE

REQUEST TO RELOCATE RUNWAY 35L INNER MARKER TO AN OFFS
ET POSITION 250 FEET EAST OF THE RUNWAY CENTERLINE, LO
UISVILLE INTERNATIONAL AIRPORT, LOUISVILLE, KENTUCKY
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AS OF JULY 17, 2006

CCD
ISSUE

NCP NCP_AMEND NCP_PREFIX DATE CASE FILE TITLE

25256 L 20040323 NI300-LOC -012 ROAD PENETRATION INTO RUNWAY 35L LOCALIZER CRITCAL
AREA, LOUISVILLE INTERNATIONAL AIRPORT, LOUISVILLE,
KENTUCKY

25257 L 20040323 NI300-LOC -013 REQUEST TO RELOCATE RUNWAY 35L LOCALIZER ANTENNA TO 49
0 FEET FROM END THE RUNWAY 17R OVERRUN, LOUISVILLE, IN
TERNATIONAL AIRPORT, LOUISVILLE, KENTUCKY

25258 L 20040323 NI300-LOC -010 REQUEST TO RELO RWY 17R LOC ANTENNA TO 520' FROM END
RWY 35L OVERRUN, THE LOC SHELTER BLD WILL BE RELO AS W
ELL TO 280' EAST OF THE EXTENDED RWY 17R CENTERLINE

25289 N 20040221 0S242-VOR -317A FA-10391 VOR/DME SPEECH DATA MULTIPLEXER REPLACEMENT

25320 L 20040428 MIAAF-MALS -006 INSTALL 240 VOLT FLASHER TEST CIRCUIT

25321 L 20040428 MIAAF-MALS -007 INSTALL 240 VOLT FLASHER TEST CIRCUIT

25343 L 20040427 GTWAF-DME -002 ASII DME RELAY PANEL FOR INTERLOCKED ILS'S

25410 L 20040428 NI680-PAPI -003 CAST PAPI RUNWAY 30L, WILLIAM P. HOBBY AIRPORT, TEXAS

25411 N 20040824 0S241-ILS -326 RESTORATION OF ON/OFF AND SWITCHING TRANSMITTERS REMOT
ELY FOR CAT I MARK 20 LOC AND GS SUB-SYSTEMS

25454 L 20040722 NI300-MALSR-011 REQUEST TO INSTALL NON-STANDARD LIGHT STATION SPACING
OF 280" BETWEEN STATION 17495 AND STATION 20475 FOR MA
LSR, RUNWAY 10, LUIS MUNOZ INTL, SAN JUAN, PUERTO RICO

25458 L 20040722 ATLAF-TACAN-002 REDUCTION OF TACAN/DME REPLY EFFICIENCY PARAMETER TO C

OMPENSATE FOR INTERROGATION OVERLOAD
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25459

25460

25466

25504

25532

25616

25636

25649

25650

25681

25697

CCD
ISSUE
DATE

20040722

20040722

20040722

20040722

20040722

20040722

20050401

20040921

20040921

20040921

20040921

OPEN CCDS FOR NAVIGATION
AS OF JULY 17, 2006

CASE FILE

GL480-ALSF2-093

SMO83-VOR -003

SMO86-MALSR-006

SMO86-GS -002

NE470-IM -001

NI300-IM -001

FAALC-VOR -002

ND730-WAAS -020

EA472-VASI -001

DMSAF-MALSR-059

NI300-LOC -019

WAIVER OF ORDER 6850.2A FIGURES 2-1 AND 2-2 AND
PARAGRAPH 202D (7) AND DRAWING D-6290-029, RUNWAY 30L
DUAL MODE ALSF-2, MINNEAPOLIS-ST. PAUL AIRPORT

BANDPASS FILTER TO ELIMINATE FA-10391 VOR MONITORING I
NTERFERENCE

MALSR RMM INTERFACE EQUIPMENT

CHANGE TO RMM MODIFICATINO TO MK1F CONTROL UNIT INTERF
ACE TO RMS

DISABLE "$OF MODULATION" MONITOR ON MK 20 75 MHZ INNER
MARKER EQUIPMENT

REQUEST TO INSTALL INNER MARKER ANTENNA 1,194' FROM RU
NWAY THRESHOLD, COVINGTON, KY

REPLACEMENT OF THE MODEL 43 TELEPRINTER WITH A MORE UP
TO DATE, SUPPORTABLE PRINTER

BASELINE PERFORMANCE SPECIFICATION FAA-E-2963 FOR WIDE
AREA AUGMENTATION SYSTEM (WAAS) GEOSTATIONARY COMMU-
NICATION AND CONTROL SEGMENT (GCCSO IN THE NAS CM SYS

WAIVER REQ, RAISE THE AIMING ANGLES OF THE PHILA-
DELPHIA AIRPORT, PA, R/W 35 TO 3.0 DEG (DOWNWIND BAR)
AND 3.25 (UPWIND BAR) WHICH EXCEED ORDER 6850.2 SPEC

CORRECT CIRCUIT BREAKER TRIP DURING INTENSITY CHANGE

REQUEST TO REPLACE LOCALIZER EQUIPMENT FROM LOCATION 6
04' FROM THE RUNWAY 17L THRESHOLD TO A LOCATION 702' F
ROM THE RUNWAY 17L THRESHOLD
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OPEN CCDS FOR NAVIGATION
AS OF JULY 17, 2006

CCD
ISSUE
NCP NCP_AMEND NCP_PREFIX DATE CASE FILE TITLE
25698 N 20050324 0S244-ALSF2-295 IMPLEMENT MOD 49 IN FA-10700 NBP ALSF-2
25705 L 20041026 ALPSG-ILS -001 RF DISTRIBUTION BELOW LOCALIZER ANTENNA PLATFORM
25723 L 20041122 NI740-RVR -001 REPLACE RVR TASKER 500 AT RWY 11
25738 N 20041124 0S242-VOR -323 VOR/DME, FA-10391, FCPU FIRMWARE REV T
25739 T 20050324 MIAAF-RMM -001 PROVIDE FUEL TANK LEVEL RMM CAPABILITY TO EXISTING 2ND
GEN VOR FACILITIES
25745 L 20041026 CE470-DF -001 PROVIDE AUTHORIZATION TO PERFORM OPTIONAL LIGHTNING
PROTECTION IN LIEU OF NATIONAL MOD. AS PESCRIBED IN
ORDER 6530.4, CHAP. 53, CHG. 52
25748 L 20041102 MEMAF-PAPI -002 RESET CIRCUIT FOR NEW BEDFORD PANORMICS PAPI
25749 L 20041026 CAEAF-MALSR-006 ADD AUXILIARY CONTACTS TO MALSR LIGHTING CONTROLS
25780 L 20040901 GL480-ALSF2-095 WAIVER OF ORDER 6850.2A, PARA, 201B, RUNWAY 6L DUAL
MODE ALSF-2, CLEVELAND HOPKINS INT'L AIRPORT,
CLEVELAND, OHIO
25781 L 20050125 NI300-MALSR-012 REQUEST TO ELIMINATE RAIL LIGHT STATION 24+00 FOR MALS

R, RUNWAY 19, KEY FIELD AIRPORT, MERIDIAN, MS

25804 L 20041124 NI380-GS -002 ESTABLISH A GLIDE SLOPE, RUNWAY 05, SOMERSET, KENTUCKY
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OPEN CCDS FOR NAVIGATION
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CCD
ISSUE

NCP NCP_AMEND NCP_PREFIX DATE CASE FILE TITLE

25869 N 20050125 ND703-DF -001 REMOVE THE VERY HIGH FREQUENCY DIRECTION FINDER (VHF
DF) RECEIVER SYSTEM FA 10121, 10122 AND 10123 FROM THE
NAS-MD-001

25920 T 20050125 GPTAF-VASI -001A VASI LAMPOUT ASSEMBLY IMPROVEMENT RUNWAY 18/36

25921 L 20050125 IDAAF-LOC -001 INTERFACE MARK 1F LOCALIZER TO MARK 20 ANTANNA
DISTRIBUTION SYSTEM, IDA LOC R/W 20, IDAHO FALLS. ID

25933 L 20050125 MEMAF-LOC -008 PROVIDE AC POWER FAIL INDICATION AT REMOTE STATUS UNIT

25935 L 20050222 EA470-ALS -001 REPLACE EXISTING SEMI-FLUSH LIGHT FIXTURES OF THE
ALSF-2 WITH ADB SIEMENS HIGH INTENSITY STYLE 2
APPROACH INPAVEMENT LIGHTS

26005 L 20050222 GLFAF-PAPI -004 MODIFICATION TO ELIMINATE NUISANCE POWER OUTAGES IN
NDB PAPI'S CAUSED BY SHORT DURATION POWER SAGS.

26042 N 20050222 0S241-LOC -284 INSTALLATION OF TEMPERATURE-VARIABLE ATTENUATORS (TVA'
S) AT MARK 20 LOCALIZER FACILITIES>

26043 N 20050324 0S241-GS -283 INSTALLATION OF TEMPERATURE-VARIABLE ATTENUATORS (TVA'
S) AT MARK 20 CAPTURE-EFFECT GLIDE SLOPE (CEGS) FACILI
TIES.

26067 L 20050324 S0472-MALSR-005 REMOVE SITES FROM APPROVED LIST TO INSTALL 240 VOLT FL
ASHER TEST CIRCUIT UNDER CCD L24574

26069 N 20050426 0S241-ILS -330 MARK 20 LG RMS FIRMWARE CHANGE (REV AB) TO PROVIDE SIN
GLE FREQUENCY/ SINGLE EQUIPMENT CONFIGURATION.

26070 N 20050426 0S241-ILS -331 MARK 20A LG RMS FIRMWARE CHANGE (REV AB) TO PROVIDE SI

NGLE FREQUENCY/SINGLE EQUIPMENT CONFIGURATION.
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OPEN CCDS FOR NAVIGATION
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CCD
ISSUE
NCP NCP_AMEND NCP PREFIX DATE CASE FILE TITLE
26077 L 20050426 DMSAF-PAPI -088 INSTALL A DATA LINK PROTEECTOR ON THE INPUT OF THE PCA
TILT SWITCH PWA 2A1A2A2
26096 T 20050426 SMO86-PAPI -001 PAPI OVER-CURRENT ADJUSTMENT
26097 T 20050426 NE471-VOR -001 IDENTIFICATION MODULATION PERCENTAGE INCREASE - 3RD GE
N VOR
26098 L 20050426 CE450-ALSF2-001 LAMBERT-ST. LOUIS INTERNATIONAL AIRPORT RWY 29
ALSF2-WAIVER FOR SPACING BETWEEN STATIONS 22 & 23
26125 L 20050531 NI180-ALSF2-004 REPLACEMENT OF THE ALSF SERVING RUNWAY 4R AT LOGAN INT

ERNATIONAL AIRPORT, BOS, MA



